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Safety information

User precautions

When placing the Check Scanner, make sure that the electrical
power outlet is located within 1.52 metres (5 feet) of the Check
Scanner and is easily accessible.

Material Safety Data Sheets (MSDS) for chemical products are
available on the Kodak website at: www.kodak.com/go/msds. When
accessing the MSDSs from the website, you will be required to
provide the catalog number of the consumable you want the Material
Safety Data Sheet for. See the section entitled, “Supplies and
consumables” later in this guide for supplies and catalog numbers.

Users and their employer need to observe the common sense
precautions applicable to the operation of any machinery. These
include, but are not limited to, the following:

Do not wear loose clothing, unbuttoned sleeves, etc.
Do not wear loose jewelry, bracelets, bulky rings, long necklaces, etc.

Hair length should be kept short, using a hair net if needed, or tying
long hair up in a bundle.

Remove all other loose objects from the area that could be drawn into
the machine.

Follow the recommended Kodak cleaning procedures. Do not use air,
liquid or gas spray cleaners. These cleaners only displace the dust,
dirt or debris to another location within the Check Scanner, which
could cause the Check Scanner to malfunction.

Supervisors should review their practices and make compliance with
these precautions as a part of the job description for operation of the
Kodak Check Scanner or any mechanical device.
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Acoustic emission

EMC statements

United States

European Union

Peoples Republic of China

Maschinenlarminformationsverordnung — 3, GSGV
Der arbeitsplatzbezogene Emissionswert betragt <70 db(A).

[Machine Noise Information Ordinance — 3, GSGV
The operator-position noise emission value is <70 dB(A).]

This equipment has been tested and found to comply with the limits for
a Class A digital device pursuant to Part 15 of the FCC rules. These
limits are designed to provide reasonable protection against harmful
interference when the equipment is operated in a commercial
environment. This equipment generates, uses, and can radiate radio
frequency energy and, if not installed and used in accordance with the
instruction manual, may cause harmful interference to radio
communications. Operation of this equipment in a residential area is
likely to cause harmful interference in which case the user will be
required to correct the interference at his own expense.

WARNING: This is a Class A product. In a domestic environment this
product may cause radio interference in which case the user may be
required to take adequate measures.

WARNING: This is a Class A product. In a domestic environment this

product may cause radio interference in which case the user may be
required to take adequate measures.

W, &%

BE AL i, AEAEER T T R SO T RN, R
PP ST LRI S AT

A-61557 December 2006



1 Introduction

The Kodak i6000 Series Check Scanners are easy-to-use, compact
scanners that can be connected to your PC. These scanners read
Magnetic Ink Character Recognition (MICR) data. After scanning, the
images and data are transmitted via a USB connection to your PC for
viewing.

The following models are available:

* Kodak i6015 Check Scanner — automatically scans the front and/or
back of a document one document at a time.

* Kodak i6060 Check Scanner — automatically scans the front and/or
back of documents at up to 65 documents per minute.

* Kodak i6090 Check Scanner — automatically scans the front and/or
back of documents at up to 100 documents per minute.

This User’s Guide provides information and procedures for the Kodak
i6000 Series Check Scanners. The information in this User’s Guide is
for all i6000 Series Check scanners unless otherwise noted.

Scanner features « High quality images that meet X9B image quality standards

» Small, compact size fits easily into environments where space is a
premium

+ Easy installation and integration into existing PC configurations with
the USB 2.0 interface

* Three models are available with multiple throughputs to satisfy your
processing requirements

» Automatic feeder holds up to 50 documents (/6060 and i6090
Scanners only)

* Magnetically reads MICR data for maximum accuracy

* Optional inkjet printer allows pre-scan imprinting of document control
numbers (DCN) or other customer information on the check

» Easy cleaning and maintenance
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2 Getting Started

What’s in the box

System requirements

Before you begin, open the box and check the contents:

* Kodak i6000 Series Check Scanner or Kodak i6000 Series Check
Scanner with Inkjet Printer

USB 2.0 cable

* Power supply

Inkjet cartridge (if printer is included)
* Welcome Folio including:

- Registration card

- Installation Guide

- Quick Tips Guide

- Printed User’s Guide, English

- Installation and Maintenance CD

- Cleaning supplies (cleaning cards and swabs)
- Country Contact Sheets

The following system requirements are recommended to obtain the
best performance for running your Kodak i6000 Series Check
Scanners.

Recommended:

* Intel Pentium IV, 2.4 GHz processor, 512 MB RAM
+ USB port 2.0

* Windows 2000, Windows XP (Professional/Home)
» 200 MB free hard disk space

+ CD-ROM drive

Minimum:

¢ Intel Pentium Ill, 1 GHz processor, 128 MB RAM

+ USB port 1.1

* Windows 2000 Professional, Windows XP (Professional/Home)
* 100 MB free hard disk space

+ CD-ROM drive
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Installing the scanner Follow the instructions below to install your Kodak i6000 Series Check
Scanners.

NOTES:

* Make sure that the power outlet is located within 1.52 metres
(5 feet) of the scanner and is easily accessible.

* Use only the power supply that was provided with the Kodak i6000
Series Check Scanners. Do not substitute another power supply
model or another manufacturer’s power supply.

* Place the power supply on the floor. Do not place it next to the
scanner. Failure to do so may result in degraded MICR read rates.

1. Place the scanner on a flat surface near the PC that you are
connecting it to. Do not install it in a location where it will be in direct
sunlight.

2. Plug the output power cord from the power supply into the power
port on the scanner. Be sure this is done before plugging the
power cord into the wall outlet.

3. Plug the other end of the power cord into the wall outlet.

4. Connect the USB cable between your scanner and PC.

{

IMPORTANT:DO NOT turn on the scanner until the drivers are
installed on the PC and the PC is powered on. The
drivers will not load properly if Windows detects the
USB device prior to having the drivers installed.
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Installing the drivers

Windows 2000

3.

Logon to the PC with an account that has system administrative
privileges.

Place the Installation CD in your CD-ROM drive. The installation
utility will start up automatically.

i Kodak i6000 Series 2.4 - InstallShield Wizard X

Welcome to the InstallShield Wizard for Kodak
i6000 Series 2.4

The Installshield(R) Wizard will inskall Kodak i6000 Series 2.4 on
waour computer, Ta continue, click Next,

W ARMNING: This program is protected by copyright law and
international treaties,

< Bark [ Wext= | [ Caniel

i Kodak 16000 Series 2.4 - InstallShield Wizard

Destination Folder
Click Mext tainstall o this Folder, or click Change ta install ko a different Folder,
Install Kodak i6000 Series 2.4 to:
3 choian
< Back. ]|, Mext > | I_ Cancel
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4. Click Next to select the type of setup.
i Kodak i6000 Series 2.4 - InstallShield Wizard

Setup Type
Choose the setup bype that best suits your needs,

Please select a setup type,

Al program Features will be installed, (Requires the most disk

space.)
() Minimal
@ Minirurm required Features will be installed.
O Cugtom

Choose which program Features wou want inskalled and where they
will be inskalled, Recommended for adwanced users,

[ < Back “ Mext = ] [ Cancel ]

5. Select the Typical installation and click Next.

ila.%' Kodak i6000 Series 2.4 - InstallShield Wizard

Ready to Install the Program

The wizard is ready to beqin installation.

If wou want ko review or change any of vour installation settings, click Back. Click Cancel to
exit the wizard,

Current Settings:

Setup Type:
Typical

Destination Folder:
Chkodak)

User Information:
Marne:

Cornparny:

< Back ]| Install i [ Cancel
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MICR recognition Recognition algorithm for E13B, CMC7 or CMCO standards performed by the API

MICR data transmission Analog waveform through the USB port

Temperature Operating: 60 - 90°F (15 - 32°C)
Storage: 32 - 104°F (0 - 40°C)

Humidity 35 to 85% non-condensing

Scanner Dimensions Height: 6.8 in. / 17.3 cm

Length: 11in./27.9 cm

Depth: 5.1in./12.9 cm

Weight: 5 Ibs. / 2.3 kg

Footprint: 5.1in./12.9cm x86in./21.8 cm

Acoustic Noise 56 Lpa (dbA) peak @ the operator position
(Sound Power level)

Electrical requirements Power Consumption: 50 watts (maximum)
115 Vac £ 10% 60 Hz
230 Vac + 10% 50 Hz

Agency approvals UL, CUL, FCC, Class A, CE, EN55022 Class A
Product life 5,000,000 checks
Duty cycle

i6060 or i6090 Check Scanner|3,000 to 5,000 checks per day
MTTR (Mean time to repair) |20 minutes

Optional Printer Endorse back side of document prior to capturing the scanned image
12 nozzle printing resolution (96 dpi)
Cartridge: Hewlett Packard 6602A (up to 7,000,000 characters)
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